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8–Ø4.5

Hole: 2.4 x 1.3

Ground
Hole
M4x0.7

Lead wires
AWG 22 
UL/CSA 
300mm
(1h)

Wire Type
(W)

Terminal Type
(T)

Terminal
THK:0.7 (0.5MM)
W:3.3 (3.0)
L:8.0 (8.0)

AIR FLOW

Model

HPE-92025HA1

HPE-92025HA2

Part No.
Terminal
Leadwire

92025HA1SAT(L)
92025HA1BAT(L)
92025HA2SAT(L)
92025HA2BAT(L)

Specifications subject to change without notice. 

Bearing
System

Sleeve
Ball

Sleeve
Ball

Rated
Voltage

( V )

110/120

220/240

Input
Power
( W )

19/17

19/17

Static
Pressure
( mm-H2O )

0.16/0.20

0.16/0.20

Noise
Level

( dB-A )

35/37

35/37

Freg

( Hz )

50/60

50/60

Current

( A )

0.20/0.21

0.09/0.10

Air Flow

( CFM )

30/36

30/36

Weight

( g )

230

230

Speed

( rpm )

2400/2800

2400/2800

ISO9001 RoHS
TUV RheinlandTUV Rheinland Production inspected

E149256

®

E149256
C

®

LR79750

92 x 92 x 25mm

Frame Type: Aluminum painted & Plastic UL94V-O 

Impeller: Thermoplastic UL94V-O P.B.T. 


